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 Hoses

Nominal 
diameter

Length 
(m)

Without coupling
With crimped couplings in 

aluminium
With crimped couplings in 

bronze

Weight 
(kg)

Ref. Couplings
Weight 

(kg)
Ref. Couplings

Weight 
(kg)

Ref.

25 20 4,8 09446 SG DN20 4,94 09454 SG DN20 5,10 09468

25 40 9,6 09447 SG DN20 9,74 09455 SG DN20 9,90 09469

45 20 7,5 09448 SG DN40 7,88 09456 SG DN40 8,46 09470

45 20 DSP DN40 7,96 09457 DSP DN40 8,46 09471

45 40 15 09449 SG DN40 15,38 09458 SG DN40 15,96 09472

45 40 DSP DN40 15,46 09459 DSP DN40 15,96 09473

70 20 13 09450 SG DN65 13,88 09460 SG DN65 14,90 09474

70 20 DSP DN65 13,92 09461 DSP DN65 14,82 09475

70 40 26 09451 SG DN65 26,88 09462 SG DN65 27,90 09476

70 40 DSP DN65 26.92 09463 DSP DN65 27,92 09477

110 20 22 09452 SG DN100 24,22 09464 SG DN100 27,10 09478

110 20 AR DN100 24,24 09465 AR DN100 26,94 09479

110 40 44 09453 SG DN100 46,22 09466 SG DN100 49,10 09480

110 40 AR DN100 46,24 09467 AR DN100 48,94 09481

Fire hoses with smooth int. surface "PIL"

Nominal 
diameter

Length 
(m)

Without coupling
With crimped couplings in 

aluminium
With crimped couplings in 

bronze

Weight 
(kg)

Ref. Couplings
Weight 

(kg)
Ref. Couplings

Weight 
(kg)

Ref.

25 20 8,66 09482 SG DN20 8,80 09488 SG DN20 8,96 09494

25 20 GFR DN20 8,78 09497

25 20 M24 x 2 09509

25 30 12,99 09483 SG DN20 13,13 09489 SG DN20 13,29 09495

25 30 GFR DN20 13,11 09498

25 30 M24 x 2 09510

25 40 17,32 09484 SG DN20 17,46 09490 SG DN20 17,62 09496

25 40 GFR DN20 17,44 09499

40 20 14,28 09485 SG DN40 14,66 09491 SG DN40 15,24 09500

40 20 M36 x 2 09511

40 30 21,42 09486 SG Dn40 21,80 09492 SG DN40 22,30 09501

40 30 M36 x 2 09512

40 40 28,56 09487 SG DN40 28,94 09493 SG DN40 29,52 09502

Semi-rigid hoses "Pokaposte"

Nominal 
diameter

Length 
(m)

Without coupling
With crimped couplings in 

aluminium
With crimped couplings in 

bronze

Weight 
(kg)

Ref. Couplings
Weight 

(kg)
Ref. Couplings

Weight 
(kg)

Ref.

25 20 09503 SG DN20 09505

25 40 09404 SG DN20 09506

25 20 GFR DN20 09597

25 40 GFR DN20 09508

Semi-rigid hoses "Pokaposte"

Nominal 
diameter

Length 
(m)

Without coupling
With crimped couplings in 

aluminium

Weight 
(kg)

Ref. Couplings
Weight 

(kg)
Ref.

45 20 36140 DSP DN40 36141

Fire hoses PIL ''Pokafl ex''
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Hoses

Nominal 
diameter

Length 
(m)

Without coupling
With crimped couplings in 

aluminium

Weight 
(kg)

Ref. Couplings
Weight 

(kg)
Ref.

45 customized 06352

70 customized 06353

110 customized 06354

45 2 SG DN40 09513

70 2 SG DN65 09515

110 2 AR DN100 09517

45 4 SG DN40 09514

70 4 SG DN65 09516

110 4 AR DN100 09518

Suction hoses "Taspok"
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 Collar for hoses

Description Weight (kg) Ref.

For hose ø int. 90, w. 6,5 (4 screws M8-30) 16138

For hose ø int. 19, w. 6 06221

For hose ø int. 25, w. 6 06222

For hose ø int. 32, w. 6 06223

For hose ø int. 38, w. 6,5 06224

For hose ø int. 50, w. 8 (4 screws M8-30) 06225

For hose ø int. 65, w. 7 (4 screws M8-30) 06226

For hose ø int. 75, w. 7,5 (4 screws M8-30) 06227

For hose ø int. 100, w. 8 (4 screws M10-35) 06228

For hose ø int. 150, w. 9 à 12 (6 screws M12-40) 06229

Two pieces collar 

Description Weight (kg) Ref.

For hose ø 38 (3 screws M6-25) 06201

For hose ø 45 (3 screws M6-25) 06202

For hose ø 50 (3 screws M6-25) 06203

For hose ø 52 (3 screws M6-25) 06204

For hose ø 65 (3 screws M6-25) 06205

For hose ø 70 (3 screws M8-30) 06206

For hose ø 75 (3 screws M8-30) 06207

For hose ø 90 (3 screws M8-30) 0,39 06208

For hose ø 100 (3 screws M10-35) 0,63 06209

For hose ø 110 (3 screws M10-35) 0,74 06210

For hose ø 125 (3 screws M10-35) 0,81 06211

For hose ø 150 (3 screws M10-35) 1,35 06212

For hose ø 205 (6 screws M12-40) 3,13 35797

For hose ø 254 (9 screws M12-40) 4,56 35994

Three pieces collar for hoses (for "PIL" hoses)

Description Weight (kg) Ref.

Collar for hose ø 25 0,05 06232

Collar for hose ø 35 0,05 06233

Single bolt collar for semi-rigid hoses

Description Weight (kg) Ref.

Collar with gripping edges DN 16/18 09350

Collar with gripping edges DN 19/21 09351

Collar with gripping edges DN 22/24 09352

Collar with gripping edges DN 25/27 09353

Collar with gripping edges DN 28/30 09354

Collar with gripping edges DN 31/33 09355

Collar with gripping edges DN 34/36 0,12 09356

Collar with gripping edges DN 37/39 09357

Two pieces collar with gripping edges
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 Crimping ferrules

Nominal 
diameter

D A L
Aluminium alloy Stainless steel

Weight (kg) Ref. Weight (kg) Ref.

20/25 35 25,5 36 01425

25/30 42 30,5 42 01426

30/35 45 35,5 45 07631 01275

30/35 50 36,5 45 09424

40/40 50 40,5 45 07632

40/45 56 45,5 45 01265

40/45 57 46 52 01276

50/51 60 52 45 07633

50/55 66 56 63 01264 01277

50/55 70 56 46 01271 01274

65/70 80 70,5 73 07634

65/70 85 71 55 01263 01427

65/70 88 70,5 40 01269

80/75 88 76 75 07635

80/75 96 77 75 01273

80/80 95 81 75 07636

80/90 100 91 73 01278

80/90 101 90,5 75 01262

80/90 104 90,5 73 01267

80/90 108 90,5 75 07637

100/101 116 102 87 07638

100/110 123 111 87 01261

100/110 124 111 70 01268

100/110 125 111 87 01244

100/110 127 111 87 03639

100/110 129 111 87 01279

100/110 130 111 87 01260

100/110 130 111 70 01266

For multi-serrated couplings

Note: Inside diameter 
D = Outside diameter +1mm 

Packaging: 25 pieces

Nominal 
diameter

D A L
Aluminium alloy Stainless steel

Weight (kg) Ref. Weight (kg) Ref.

20 35 23,5 42 01182

25 41 27,5 44 01175

25 42 36,5 42 01183

30 50 36,5 45 01184

32 50 36,5 44 09424

40 56 43,5 52 01241 09425

50 66 53,5 63 09331 01203

65 85 68 73 01201 09414

80 101 83,5 75 02751

80 100 83,5 75 01204

80 104 83,5 75 01205

100 123 107 87 01202

100 126 107 87 01206

100 127 107 87 01245

100 130 107 87 01207

For couplings with helicoidal hose shank

Packaging: 25 pieces

Ø A

Ø D

L

Ø A

Ø D

L
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 Crimping rings

Nominal diameter D L
Aluminium alloy Stainless steel

Weight (kg) Ref. Weight (kg) Ref.

20/25 35 30 01186

20/25 sleeve 35 150 01188

30/35 45 35 01187

30/35 sleeve 45 150 01189

31 31 20 16190

34 34 30 07771

41 41 30 07772

45 45 35 07773

50/56 50 30 07774

50/56 50 30 26237

56 56 35 07775

60 60 40 07776

66 66 40 07777

69,5 69,5 40 07778

76/80 76 45 07779

80/84 80 37 07780

85 85 45 07781

88/93 88 45 07782

95 95 70 07783

101 101 70 07784

108 108 70 07785

116 116 80 07786

123 123 80 07787

124 124 80 07788

127 127 80 07789

130 130 80 07790

Crimping rings

Note: Inside diameter 
D = Outside diameter +1mm 

Packaging: 25 pieces

Ø D

L
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 Repair tools, marking and signs

Description Weight (kg) Ref.

For symmetric couplings DN65 to 100 02037

For symmetric couplings DN15 to 50 02038

Tool for redressing clamps for symmetric couplings

Description Weight (kg) Ref.

Sign "FIRE HOSE REEL" 07874

Sign "FIRE EXTINGUISHER" 07875

Sign "FDC" 07876

Sign "FIRE POINT" 07877

Sign "DRY STANDPIPE" 07878

Sign" RIA, operating instruction" 09838

 Signs
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 Crimping accessories

Description Weight (kg) Ref.

Assembly for symmetric couplings DN50 07530

Assembly for symmetric couplings DN80 07531

Assembly for symmetric couplings DN150 07532

Assembly for round thread female couplings DN20 07533

Assembly for round thread male couplings DN20 07534

Assembly for symmetric couplings DN20 07535

Assembly for symmetric couplings DN40 07536

Assembly for symmetric couplings DN65 07537

Assembly for symmetric couplings DN100 07538

Assembly

Description Weight (kg) Ref.

Crimping tool
608 (without 

oil)
09873

Jaws ø45 09874

Jaws ø50 09875

Jaws ø65 09876

Jaws ø70 09877

Jaws ø75 09878

Jaws ø80 09879

Jaws ø90 09880

Jaws ø100 09881

Jaws ø110 09882

Jaws ø125 09883

Crimping tool

Crimping of couplings on hose with the help of a crimping ring. Capacity 400 tons, Max 
crimping Ø144 mm. Standard voltage 375V - 420V 50Hz 3Ph, motor power 5,5 KW (7,5 Hp)

Description Weight (kg) Ref.

Universal tool 13452

Binding tool with assemblies 07080

Binding tool

For symmetric couplings DN20 to 150. Setting of the tightening of the wire. Universal tool 
with two jaws for couplings with inside diameter 34 until 134, with removable handwheel, 
can be delivered unassembled. This tool can be motorised by adding belt pulley, motor and 
reversible motor.

Description Weight (kg) Ref.

Iron wire roll, diam. 15/10e 7 09376

Consommable
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Crimping accessories

Description Weight (kg) Ref.

Universal binder for binding from 25 to 110 13448

Universal binder
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 Hoses accessories

Description Weight (kg) Ref.

Elbows for carrying hoses 10223

Elbows for carrying hoses DN75

Description Weight (kg) Ref.

Each half-bridge 03123

 Hose bridges in aluminium

A bridge is a combination of two halves which fi t together, four halves are suffi cient to enable 
a vehicle to pass. Maximum load: 4 tons per car axle. Max speed: 5 km/h

Description Weight (kg) Ref.

Bridge for two hoses of 70mm 03236

Bridge for two hoses of 110mm 03237

Hose bridges in rubber

Max load: 13 tons per half. Four halves are suffi cient to enable a vehicle to pass.

Description Weight (kg) Ref.

Carrying strap for hoses of any diameter up to 110mm 15920

Carrying strap for hoses

Diameter of hose Weight (kg) Ref.

DN 3" 35043

DN 2.5" 1,5 28905

DN 2" 1,5 28912

DN 1.75" 1,5 29361

 Hose puller 
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Hoses accessories

Description Weight (kg) Ref.

Cover ban for fi re-hose leaks 03124

Cover ban for fi re-hose leaks in linen

Description Weight (kg) Ref.

Fire-hose strangler 01930

Fire-hose strangler

Description Weight (kg) Ref.

Device to stabilise powered cables DN100 16363

Device to stabilise powered cables from DN45 to 70 16364

Device to stabilise powered cables

Description Weight (kg) Ref.

Anti-leakage shutter for hose P.I.L. of 45 03399

Anti-leakage shutter for hose P.I.L. of 70 0,25 03373

Anti-leakage shutter for hose P.I.L. of 110 09831

Hose anti-leakage Shutter

These devices consist of an articulated curved arch on a plate. A cam lever at the end of the 
arch acts as a locking mechanism. To use: open the lock, insert the hose with the leak side 
towards the plate, close the lever, and lock with the cam lever. An opening at the top allows 
for a 3 mm cord to prevent the accidental release of the locking mechanism while the hose 
is operated.

Description Weight (kg) Ref.

Storz C/52 coupling 3,6 29072

2" BSP male 3,33 29415

Device to clean hoses of DN75
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Hoses accessories

Folding support for "PIL" hoses

Device allowing folding hoses one on each other fi xed on a wall or mobile (folded), Those 
products are solid and made of aluminium alloy yellow polyester coated

Dimensions (mm) Weight (kg) Ref.

740 x 280 x 106 3,52 33236

1160 x 172 x 1505 10,2 30366

Material: aluminium alloy
Surface treatment: polyester coated

Knob to set the length of 
the folding
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 Ropes

Description Weight (kg) Ref.

Bag for driving rope (without rope) 0,22 15921

Bag for driving ropes

Description Weight (kg) Ref.

Driving rope of length 25m 1,29 09365

Driving ropes

In nylon, 8mm diameter, with ring, hook and rope eyes.

Description Weight (kg) Ref.

Rope of length 20m 4,86 09364

Rope

In nylon, 18mm diameter, with ring, hook and rope eye.
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 Transport accessories

Description Weight (kg) Ref.

Hose carrying device with straps 16107

Hose carrying device with straps

Description Weight (kg) Ref.

Hose carrying device without accessories - Sherpa model 16655

Hose carrying device without accessories - Sherpa model

Description Weight (kg) Ref.

Upper bracket "CHEYENNE" 26045

Lower bracket "CHEYENNE" 26046

Bracket "CHEYENNE"

Description Weight (kg) Ref.

Hose carrying bag "APACHE" 26044

Hose carrying bag "APACHE"

Description Weight (kg) Ref.

Fixing strap "SPIDER" (1 pair) 26043

Fixing strap "SPIDER" (one pair)
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Transport accessories

Description Weight (kg) Ref.

550x420x260 for nozzle/fl owmeter 16141

390 x 320 x 110 for nozzles 16534

430 x 360 x 130 for nozzles 19708

Carrying cases

Description Weight (kg) Ref.

Hose carrying device with bag 16108

Hose carrying device with bag
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 Grip appliances

Description Weight (kg) Ref.

Female threaded handle M8 0,07 03170

Female threaded handle M12 0,06 03176

Mushroom type handles

Material: aluminium alloy
Surface treatment: red epoxy coated

Description Weight (kg) Ref.

Handles for tube (2x Ø5, length from center to center 184) 0,13 02072

Handles for tube

Material: aluminium alloy
Surface treatment: red epoxy coated

With two grooves on each of its extremities, the handle may 
be fi xed on all tubes by means of two screws.

Description Weight (kg) Ref.

Bridge type handles 0,32 02294

Bridge type handles

Material: aluminium alloy
Surface treatment: red epoxy coated

May be fi xed by the means of two threaded stems or with 
four bolts.
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 Tools and equipment mounts

For diameter
Mount Extender

Weight (kg) Ref. Weight (kg) Ref.

DN38 - 1.5" 0,15 17017 0,17 17869

DN51 - 2" 0,18 17020 0,18 17868

DN60 - 2.5" 0,20 15190 0,20 17867

DN76 - 3" 0,24 15188 0,21 17866

DN90 - 3.5" 0,48 15184 0,25 17865

Tools and equipment mounts

Material: polypropylene and nitrilSupport in rigid plastic and closing straps in resilient 
elastomer. Helps to fi x fi rmly cylindrical equipments, 
the support can be used to mount tools/equipment in 
any position, quick and safe open/close operation.

Description Weight (kg) Ref.

Rail (specify length when ordering) 1,25 per meter 17864

Rail-nut of 38 (1.5") 0,08 19567

Rail-nut of 51 (2") 0,09 19568

Rail-nut of 60 (2.375") 0,09 19569

Rail-nut of 76 (3") 0,1 19570

Rail-nut of 92 (3.5") 0,12 19571

Rail and rail-nut

Maximum length: 6 meters
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 Ladders

Description Weight (kg) Ref.

Hose ladder hook for hose Ø45 mm 0,26 22098

Hose ladder hook for hose Ø70 mm 0,25 15919

Hose ladder hook for hose

Material: stainless steelThe hook is fi xed on the bars and allows to tighten 
the hose on the ladder. Several hooks can be 
added in a row.

Description Weight (kg) Ref.

Extension ladder / doubble plane, with rope and pulley. 
Height folded: 3m. Height unfolded: 5m

07610

Extension ladder / doubble plane, with rope and pulley. 
Height folded: 4,5m, Height unfolded: 8,25m

07611

Extension ladder / triple plane, with rope and pulley.
Height folded: 3,5m, Height unfolded: 8,50m

07612

Extension ladder / triple plane, with rope and pulley.
Height folded: 4,5m, Height unfolded: 10,75m

07613

Ladder with hock straight 4,20m 07614

Ladder with hock folded: 2,40m, unfolded: 4,20m 07615

Metallic ladders
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 Stirrup pump

Description Weight (kg) Ref.

Vest - 25 liters 16104

Vest

Description Weight (kg) Ref.

Rigid stirrup pump 22 liters 16103

Rigid stirrup pump 22 liters

Stirrup pump

Our stirrup pump we baptised "Chimney fi re" is composed of an aluminium container 
allowing up to 15 liters. The pump is operated using a large wooden handle and a semi-rigid 
pipe of 1,6 meters.
It comes with a 12 lpm nozzle tip having selectable stream pattern positions: straight jet, 
spray and closed.
A section cut out in the base enables a foot to keep the pump maintained on the fl oor and 
an easy operation. 

Flow rate Capacity (liter) Dimensions (mm) Weight (kg) Réf.

12 lpm 15 340 x 306 x 610 6,27 33730

Capacity: 15 liters
Material: aluminium alloy, brass and wood 
Surface treatment: polyester coating
Throwing range: 12 meters

The stream pattern 
can be changed by 
rotating the nozzle tip.

Section cut out in 
the base to maintain 
stable position on the 
fl oor with a foot

Operate the pump 
using the large 
wooden handle
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 Tools

Handle and protection 
for hand and arm

Description Weight (kg) Ref.

Protection for axe 16115

Protection for axe

Description Weight (kg) Ref.

Fire axe 16110

 Fire axe

Description Weight (kg) Ref.

Hook with handle 16631

Hook without handle 16100

Handle 2x 2m for hook 16101

 Hook

Description Weight (kg) Ref.

Window breaker in stainless steel 2,5 20976

 Window breaker in stainless steel

Description Weight (kg) Ref.

Anchor 1m 16102

 Anchor 1m
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Tools

Description Weight (kg) Ref.

Protection for axe 26206

Protection for axe

Description Weight (kg) Ref.

Axe to break doors 26205

 Axe to break doors

Description Weight (kg) Ref.

Crow bar big model 18845

Crow bar small model 16109

 Crow bar

Description Weight (kg) Ref.

Protection for small crow bar model 18649

Protection for small crow bar model

 Sewer cylinders for unblocking sewers

Description
Aluminium Bronze

Weight (kg) Ref. Weight (kg) Ref.

DN20, double-ribbed tail 25 03672

DN40, double-ribbed tail 35 09366

DN40, SG DN40 inlet 09367

DN40, 1.5" NST-NH female 02278

DN40, DSP DN40 inlet 02467

DN52, 2" BSP male 09101

DN65, 2.5" NST-NH female 02273
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Tools

Description Weight (kg) Ref.

Fire belt 0,5 03485

 Fire belt

Description Weight (kg) Ref.

Ground post to anchor ladders 18443

 Ground post to anchor ladders

Description Weight (kg) Ref.

Champagne cork 22040

 Champagne cork
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 Pressure regulators
 Trolley - Signaling trolley

Signaling trolley

This carriage trolley is used to equip the fi re and rescue services for transportation, easy
storage, and implementation of the traffi c marking equipment.
Traffi c cones and signs are not included. This trolley can be fi xed at the back of the fi re truck
at the same location the mobile hose reel is at and using the same mounting.
It is equipped with a drawbar, a safety lock handle, fastening straps for quick operation and
two solid rubber tyres.
The steel making is coated with polyester.

Dimensions (mm) Weight (kg) Ref.

703 x 949 x 1338 69 33837

Material: steel
Surface treatment: polyester coating
Safety: unlocking with safety lever
Capacity: 6 traffi c cones (not inclued), trifl ash 
sign (not inclued)

Locking handle of the 
trolley

Wheels with rubber 
bands

Description Weight (kg) Ref.

DRUCKBEGRENZUNGSVENTIL with STORZ B/75 couplings 5,65 27422

DRUCKBEGRENZUNGSVENTIL with 2.5" BSP male 4,38 29414

Pressure regulator

Material: aluminium alloyPrevents overpressures and waterhammers.


